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56kg 62kg

Caterpillar 796AC Mining Truck Build

Total Assembly Weight
142.4 Tonnes



Game changing Composite Stands™ are:
An innovative, light weight jack stand that is used to support 
and load bear elevated equipment during assembly, 
maintenance, repair and storage activities.

Made from composite materials with superior compressive 
strength and light weight alloys that weigh significantly less 
than their comparable counterpart – the traditional heavy steel 
jack stands that are used predominantly for such tasks across 
many industries throughout the world.

Cost effective and offer many advantages in the areas of safety, 
manual handling, ergonomics, usability, efficiency, productivity, 
operational savings and corrosion.

A product that has had extensive research & development in 
private and university based production and testing facilities. 
This has been undertaken over several years, resulting in the 
maturity of the current product range.

Tried and tested to comply with the relevant industry 
standards AS 2538:2016 | AS 2693:2007 and Patented.

Unique and have a comprehensive product range with 
various sizes/capacities that includes placement trolleys, 
accessories and 5S storage solutions.

Proving to be very successful with excellent feedback  
and market acceptance from personnel involved with 
customer trials.

Made in an Australian facility that has been established 
to manufacture the products for the initial supply to 
localised Australian customers – volume orders have now 
been placed by key stakeholders including the likes of 
Hastings Deering, Komatsu, Hitachi, BHP, Glencore, Rio Tinto, 
Fortescue, GBF and the list goes on.

2  | 

1  |  OVERVIEW



2  |  WHAT ARE COMPOSITE STANDS ?
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Composite Stands™ are:
Very light weight and extremely strong jack stands that are 
used to support equipment during assembly, maintenance, 
repair and storage activities – jack stands are essential for load 
bearing in every workshop and country globally.

Made out of advanced composite materials that construct the 
support column. The lower capacity devices have a durable 
cast steel engagement head, handle and a strong die cast 
aluminium base that are all powder coated. The larger capacity 
devices have a fabricated steel base configuration for heavier 
load bearing. All to maximise a maintenance free service life.

A health and safety alternative for workers engaged in the 
above listed activities that can dramatically improve efficiency 
and productivity due to the ease of movement.

Advantageous via their light weight design which reduces 
risks associated with manual handling whilst positioning and 
storing stands. 

Engineered to be corrosion resistant and durable with an 
increased service life and reduced maintenance.

“They are the real deal. We always receive positive comments 
every time we arrive onsite for the first time.” 
Phil Godding, Director, Hama Hydraulics

Courtesy of; Hama Hydraulics at Perth WA

Komatsu, Mt Thorley



4  | 

3  |   PRODUCT INNOVATION  
MATURE R&D PROGRAM - SINCE 2016

The product was conceived mid 2016 – recognition of heavy 
steel sections in jack stands for assembly, maintenance, repair 
and storage of equipment and the associated ergonomic/
safety issues with their use – proposal to investigate the use 
of composite materials as an alternative in this field. 

Composite materials possess extremely high strength to 
weight properties. They found their way from aviation, 
aerospace and motorsport industries into more mainstream 
industrial uses across many sectors. Even so, their commercial 
success and acceptance suffers with labour-intensive 
manufacturing inputs and the fact that they lack strength 
in compression. Whereas they are immensely strong when 
placed under tensile loads.

Our innovation was to devise a continuous protruded 
molded composite section which reduces the labour 
inputs significantly. Specifically axially wound composite 
filaments. In combination with a lightweight cast alloy base 
and a durable and hard cast steel top/cap – all aimed at 
dramatically reducing final product mass whilst retaining 
high compressive strength capabilities.

Extensive Research and Development (R&D) through 
fabrication, testing and certification was undertaken 
throughout 2016, 2017 and 2018. Incorporating University  
of Newcastle NSW & the University of Southern Queensland’s 
structural laboratory test work. Expert assistance was also 
sought after including composite material science and 
complex base casting metal flow analysis.

The R&D and product manufacturing investment has  
been extensive in this period. Products have been fully  
tested and certified to all relevant regulatory standards  
that apply globally.

Ongoing R&D activities have focused on product 
improvements. This has been across handle bonding, load 
case dynamics, as well as the development of very high-
capacity composite jack stands – which is now in final 
certification and testing stages.

Hastings Deering, Archerfield
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4  |   STRONG INTELLECTUAL PROPERTY  
AND GLOBAL PATENT PROTECTION

Global IP protection in  
place for Composite Stands:
International Trademarks for brand and logo.

Provisional Patent filed in early 2016 and 
subsequent International PCT application 
processes have been through rigorous 
examination.

All patent claims have been found to be 
deemed ‘Novel and Inventive’ – a very strong 
endorsement of strength and validity of the 
ultimate patent.

National phase standard 20 year patent 
processes have subsequently been entered  
in for many countries globally.

An additional provisional Patent was also filed 
in 2018, capturing the enhanced innovations 
associated with the very high-capacity 
Composite Stands – this will proceed  
through the same processes in due course. 

Hastings Deering, Archerfield
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5  |   MARKET ACCEPTANCE, INITIAL ORDERS  
AND CUSTOMER FEEDBACK

Final product testing and ‘in-field’ trials (Nov/Dec 2017) commenced and were successful at Brambles Industrial 
Services (BIS) in Australia – BIS is a large mining and civil engineering services business.

Prior to these trials the initial ‘development’ products were tested in small scale localised environments to ensure 
ease of use and practicality to ensure robustness of the design.

The final product trials were with full unfettered ‘in-field’ use by maintenance personnel having received the 
products as customers would receive them – including the brochures, instructions that would apply etc.

Extended successful trials have subsequently been undertaken or are underway by targeted customers including 
Hastings Deering, Westrac, William Adams (Caterpillar dealers in Australia), Komatsu Australia, Hitachi etc.

Testimonials from maintenance personnel and management who have used the stands have been excellent.

Customers have commenced placing initial orders at scale and have also commenced “rolling out” the products 
across their businesses.
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5  |   MARKET ACCEPTANCE, INITIAL ORDERS  
AND CUSTOMER FEEDBACK con’t

“Reaching out today to express our happiness with 
your product here in Mackay. Very impressed with the 
Composite Stands we purchased for our Equipment 
Assembly Pad. They have made a huge impact reducing 
the risk with transport and manual handling of 
machinery stands in the area.” 

Graham Mallet, Service Supervisor, Hastings Deering

“Since acquiring the 2.2m composite stand, it has greatly 
improved both safety and efficiency within our workshop. 
The main use for these stands is for raising the loader frames 
on large Wheel Loaders to assist with accessing the main 
control valve and for the removal/install of tilt cylinders. The 
stand is also being used to support implements on many 
other machines while under repair. For the size of this stand, 
it is easily maneuvered by one person. The communication 
with Composite Stands and timeliness in delivery of this 
stand was excellent. We are currently organising for our entire 
Used Equipment and Rental workshop to be supplied with 
new composite stands to replace our older equipment.” 
Matt Diflo, Foreman, Hastings Deering

A Huge Impact Reducing The Risk With Transport

Greatly Improved Both Safety and Efficiency

“Really great feedback from the guys on the floor in regards 
to the greatly reduced manually handling effort required 
when setting up for the truck to sit on compared to other 
stands that we have onsite.” 

Paul Carman, Foreman, Hastings Deering

Greatly Reduced Manual Handling Effort
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• 8-tonne (8,000kg) Working Load Limit
• Solid steel engagement head, 100mm dia
•  Solid steel Height Adjusting Insert 
• Composite column, 89mm dia
• CNC machined aluminium base, 145mm dia
• Corrosion resistant powder coating
• 10 year UV vinyl wrap

Specifically designed to 
safely jack and support 
Forklifts during repair 

and maintenance:

1

140mm 2.8kg + 2.3kg FJ-001-J $315.15
40mm 2.3kg FJ-001-40 $47.96

Prices in AUD and exclude GST

FORKLIFT JACK STAND
89MM COLUMN

8t 

• 8-tonne (8,000kg) Working Load Limit
• Solid steel engagement head, 100mm dia
•  Solid steel Height Adjusting Insert 
• Composite column, 89mm dia
• CNC machined aluminium base, 145mm dia
• Corrosion resistant powder coating
• 10 year UV vinyl wrap

Specifically designed to 
safely jack and support 
Forklifts during repair 

and maintenance:

140mm 2.8kg FJ-001-J-140 $295.48
180mm 2.95kg FJ-001-J-180 $295.48
20mm 1.3kg FJ-001-20 $33.60  

140mm & 
180mm Stand & 
1 x 20mm insert

FJ-001-Kit $568.70

2

Prices in AUD and exclude GST

FORKLIFT JACK STAND KIT  
89MM COLUMN

8t 

•  12.5-tonne (12,500kg) Working Load Limit
•  Solid steel engagement head
•  Composite column, 125mm sq
•  CNC machined 16mm aluminium plate base, 

920mm dia
•  Chromoly bracing tubes
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to safely 
support buckets, booms, 

machinery and equipment 
during repair, maintenance &/

or storage activities:

1600mm 59.0kg CPS-025-005-1600 $4,582.03
1700mm 60.0kg CPS-025-005-1700 $4,670.03
1800mm 61.0kg CPS-025-005-1800 $4,758.58
2000mm 63.0kg CPS-025-005-2000 $4,845.94
2100mm 64.0kg CPS-025-005-2100 $4,934.44
2200mm 65.0kg CPS-026-005-2200 $5,022.49

3

Prices in AUD and exclude GST

BUCKET STAND
125MM COLUMN

12.5t 

5

JACK STAND 
100MM X 4 COLUMN

80t 

The swivel castor wheels (x3) are specifically 
designed to mount on to the base of the bucket 
stand. Using a foot lever to lift and lock into 
place enabling easy manoeuvrability in and 
around the workshop floor for a single user.
• Heavy duty industrial grade wheel (100 mm dia) 
• 360 degree swivel castor
• Powder coated mounting assembly
• Foot lever lift

N.B. Bucket stand sold separately.
250mmx150mm 7.8kg BS-Wheel Kit $534.60

4

Prices in AUD and exclude GST

BUCKET STAND WHEEL KIT
WHEELS & MOUNTING ASSEMBLY X 3

12.5t 

The WORLD’S LIGHTEST 
JACK STANDS that address 
personal injury risk and 
improve functionality, 
increasing productivity  
and operational savings.

GET YOUR GEAR OFF 
THE GROUND V15

Independently tested by University of Southern
Queensland (USQ), compliant with Australian
Standards: AS 2538:2016 | AS 2693:2007 and Patented.

‘Designed and Manufactured in Australia’

   |  1

COMING SOON

V15
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Composite Stands are fully certified to the applicable regulatory standards and may be sold singularly however should be used in pairs as per the Australian Standard

•  15-tonne (15,000kg) Working Load Limit
•  Solid steel engagement head, 100mm dia
•  Composite column, 89mm dia
•  Die-cast CC401 grade aluminium base,  

300mm sq
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap 

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

250mm 7.5kg RV100-R750-R25015 $470.25
300mm 7.7kg RV100-R750-R30015 $475.85
400mm 8.2kg RV100-R750-R40015 $506.65
500mm 8.7kg RV100-R750-R50015 $526.57
600mm 9.2kg RV100-R750-R60015 $548.81
700mm 9.8kg RV100-R750-R70015 $570.53

6

Prices in AUD and exclude GST

JACK STAND  
89MM COLUMN

15t 

•  Our custom designed Placement Hook will 
make moving your 15t & 25t Jack Stands in 
and out of position a breeze

•  Prevents the need to get under a  
non-supported load

N.B. Stand sold separately.

0.5kg RV-SRC-Hook $79.77

8

Hook

Prices in AUD and exclude GST

PLACEMENT HOOK
89MM & 100MM COLUMN

15t & 25t   

•  Specifically designed to fit: 25t | Jack Stand
•  Solid steel engagement head, 100mm dia
•  CNC machined for precision
•  Powder-coated to prevent corrosion
•  Customised engagement head available on 

request
•  Storage brackets available to compliment our 

Wall Mounted Storage, Horizontal &/or Vertical
•  Compliant with applicable regulatory standards 

V FACE

25mm 2.3kg SRC-I-25-V $73.88
50mm 3.8kg SRC-I-50-V $84.88
75mm 5.2kg SRC-I-75-V $98.85

FLAT FACE

25mm 2.5kg SRC-I-25-F $67.16
50mm 4.0kg SRC-I-50-F $77.16
75mm 5.75kg SRC-I-75-F $89.86

10

Prices in AUD and exclude GST

HEIGHT ADJUSTING INSERT
100MM COLUMN

25t 

•  25-tonne (25,000kg) Working Load Limit
•  Solid steel engagement head, 100mm sq
•  Composite column, 100mm sq
•  Die-cast CC401 grade aluminium base, 

300mm sq
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

250mm 10.8kg SRC100-SR750-SR25025 $676.17
300mm 11.3kg SRC100-SR750-SR30025 $695.92
400mm 12.4kg SRC100-SR750-SR40025 $736.45
500mm 13.25kg SRC100-SR750-SR50025 $755.35
600mm 14.3kg SRC100-SR750-SR60025 $773.08
700mm 15.2kg SRC100-SR750-SR70025 $795.80

7

Prices in AUD and exclude GST

JACK STAND 
100MM COLUMN

25t 

•  Specifically designed to fit: 15t & 25t Jack Stands
•  Corrosion resistant, 1.6mm Aluminium checker 

plate over 12mm structural plywood
•  Purpose built mounting connections to suit 

Composite Stands and Placement Hook
•  Easily mounts existing workshop/work-bay  

for quick and easy access
•  Information and instruction labels for operators 

at point of use
•  Neatly and securely stores 4 Jack Stands and the 

Placement Hook
•   The vertical board is particularly suited to 

mounting on the ends of pallet racking in a 
work area

N.B. Mounting Brackets included and stands  
sold separately.

Horizontal 1200x800mm 15.7kg SA-044-L $643.82
Vertical 1600x800mm 20.1kg SA-085-P $735.72

11

Prices in AUD and exclude GST

WALL MOUNTED STORAGE: 
HORIZONTAL 89MM & 100MM COLUMN

15t & 25t  

• Specifically designed to fit: 15t | Jack Stand
• Solid steel engagement head, 100mm dia
• CNC machined for precision
• Powder-coated to prevent corrosion
•  Customised engagement head available on 

request
•  Storage brackets available to compliment our 

Wall Mounted Storage, Horizontal &/or Vertical
•  Compliant with applicable regulatory 

standards

25mm 2.7kg RV-I-25 $73.88
50mm 4.1kg RV-I-50 $84.88
75mm 5.64kg RV-I-75 $98.85

9

Prices in AUD and exclude GST

HEIGHT ADJUSTING INSERT
89MM COLUMN

15t 

V15

V  
FACE

FLAT 
FACE

V15
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Composite Stands are fully certified to the applicable regulatory standards and may be sold singularly however should be used in pairs as per the Australian Standard

•  35-tonne (35,000kg) Working Load Limit
•  Solid steel engagement head
•  Composite column, 125mm sq
•  Fabricated steel base assembly, 365mm sq
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

12

500mm CS-35-500 $1,772.76
600mm CS-35-600 $1,826.35
700mm CS-35-700 $1,873.74
800mm CS-35-800 $1,933.54

Prices in AUD and exclude GST

JACK STAND T2  
125MM COLUMN

35t 

•  35-tonne (35,000kg) Working Load Limit
•  Solid steel engagement head
•  Composite column, 125mm sq
•  Fabricated steel base assembly, 450mm sq
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

13

900mm CS-35-900 $2,279.09
1000mm CS-35-1000 $2,300.10
1100mm CS-35-1100 $2,321.88
1200mm CS-35-1200 $2,343.66

Prices in AUD and exclude GST

JACK STAND T2B  
125MM COLUMN

35t 

•  50-tonne (50,000kg) Working Load Limit
•  Solid steel engagement head
•  Composite column, 125mm sq
• CNC machined, fabricated steel base, 215mm sq 
• Fabricated steel sub-frame
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed 
to safely support 

vehicles, machinery 
and equipment during 
repair, maintenance &/

or storage activities:

300mm 16.5kg CS-50-300 $1,498.90
400mm 18.0kg CS-50-400 $1,580.20

14

Prices in AUD and exclude GST

JACK STAND T1
125MM COLUMN

50t 

•  50-tonne (50,000kg) Working Load Limit
•  Solid steel engagement head
•  Composite column, 125mm sq
• Laser cut, fabricated steel base, 365mm sq
• Fabricated steel sub-frame
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

500mm 31.0kg CS-50-500 $2,068.99
600mm 32.0kg CS-50-600 $2,108.88
700mm 33.0kg CS-50-700 $2,136.90

15

Prices in AUD and exclude GST

JACK STAND T2 
125MM COLUMN

50t 

•  50-tonne (50,000kg) Working Load Limit 
•  Solid steel engagement head
•  Composite column, 125mm sq
•  Laser cut, fabricated steel base, 500mm sq
• Chromoly bracing
•  Corrosion resistant powder coating
•  10 year UV vinyl wrap

Specifically designed to 
safely support vehicles, 

machinery and equipment 
during repair, maintenance 

&/or storage activities:

800mm 55.0kg CS-50-800 $3,154.93
900mm 56.0kg CS-50-900 $3,211.65

1000mm 57.0kg CS-50-1000 $3,238.16
1100mm 58.5kg CS-50-1100 $3,354.84
1200mm 60.0kg CS-50-1200 $3,434.11
1350mm 62.0kg CS-50-1350 $3,654.11

16

Prices in AUD and exclude GST

JACK STAND T3  
125MM COLUMN

50t 

The WORLD’S LIGHTEST 
JACK STANDS that address 
personal injury risk and 
improve functionality, 
increasing productivity  
and operational savings.

GET YOUR GEAR 
OFF THE GROUND

Independently tested by University of Southern
Queensland (USQ), compliant with Australian
Standards: AS 2538:2016 | AS 2693:2007 and Patented.

‘Designed and Manufactured in Australia’
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•  Specifically designed to fit: 12.5t | Bucket Stand,  
35t | Type 2 & 2B and 50t | Type 1, 2 & 3

• Solid steel engagement head
• CNC machined for precision
• Powder-coated to prevent corrosion
•  Customised engagement head available on 

request
• Compliant with applicable regulatory standards

N.B. The Swivel Ball Head attachment DOES NOT 
fit in Height Adjusting Inserts: 125mm and you 
may place either one or the other in the cap of 
the Jack Stand.

HEIGHT ADJUSTING INSERT 
125MM

35t & 50t

50mm

100mm

50mm 6.0kg 125-I-50-FSQ $149.95
100mm 10.0kg 125-I-100-FSQ $184.23
50mm 5.75kg 125-I-50-R $135.92

100mm 10.5kg 125-I-100-R $167.48

17

Prices in AUD and exclude GST

The Swivel Ball Head attachment is a stand 
alone component that slips straight into the 
cap of our Jack Stands to support and align with 
the Dozer blade push arm(s) angle during G.E.T. 
change.

N.B. The Swivel Ball Head attachment DOES 
NOT fit in the Height Adjusting Inserts and you 
may ONLY place either one or the other in the 
cap of the jack stand.

SWIVEL BALL HEAD
89MM, 100MM & 125MM

15t, 25t, 35t & 50t

20

Prices in AUD and exclude GST

25T

15T 35T & 50T

15t 2.95kg RV-Swivel-Head $300.00
25t 3.0kg SRC-Swivel-Head $300.00

35t & 50t 4.5kg T3-Swivel-Head $490.00

The Winged Swivel Ball Head attachment is 
a stand alone component that slips straight 
into the cap of our Jack Stands to support and 
cradle the Dozer blade push arm(s) during G.E.T. 
change.

N.B. The Winged Swivel Ball Head attachment 
DOES NOT fit in the Height Adjusting Inserts 
and you may ONLY place either one or the other 
in the cap of the jack stand.

WINGED SWIVEL BALL HEAD
89MM, 100MM & 125MM

15t, 25t, 35t & 50t

21

Prices in AUD and exclude GST

15t 200mm 5.6kg RV-Swivel-Wing $410.00
25t 200mm 5.6kg SRC-Swivel-Wing $410.00

35t & 50t 310mm 8.6kg T3-Swivel-Wing $605.00

35T & 50T

15T 

 

•  The Placement Trolley specifically designed to 
mount onto 35t | Type 2 & 3; 50t | Type 1, 2 & 
3; and 75t Jack Stands to manoeuvre them in 
and out of position. It has a extendable handle 
of 1.2 to 2 m to keep technicians out of the 
line of fire and reduces the risk of personal 
injury that is related to the manual handling of 
jack stands.

N.B. Stand sold separately.

18

7.0kg  T-001 $610.50

Trolley

Prices in AUD and exclude GST

PLACEMENT TROLLEY
35t & 50t

•  Secure the Adapter Plate attachment on the 
base of 35t | Type 2-W, 50t | Type 1, 2-W & 3.

19

T3 1.5kg 017-111 AP-T3 $65.00
T2-W 1.2kg 017-113 AP-T2-W $65.00

T1 1.0kg 017-119 AP-T1 $65.00

T3

T1

Prices in AUD and exclude GST

PLACEMENT TROLLEY:  
ADAPTER PLATE

35t & 50t

High performing hardstand pads offering 
incredible strength, rigidity and load  
distribution - they’re built to last:
 •  Engineered from high performance  

UHMW Polyethylene 
• Resistant to water, oil and chemicals 
• Lightweight and easy to handle 
• Stored and positioned with minimal effort 
N.B. Stand sold separately.

22

LxWxH  
(mm)

Load Capacity  
(tonnes)

Weight  
(kgs)

500x500x40 15 10.5 $177.44
500x500x60 25 10.0 $235.30

1000x1000x50 50 48.0 $626.58

Prices in AUD and exclude GST

Available from Composite Stands in a range of 
square sizes:

PAD

SQUARE HARDSTAND PADS
500MM & 1000MM

15t, 25t & 50t
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25T OUT OF STOCK

V15

T2-W

V15
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6  |   PRODUCTION FACILITY

Production capacity is circa 400 units/month and is in SE QLD, Australia.

There is a strong emphasis on QA/QC control with full product element traceability.

Developed detailed manufacturing and assembly procedures to ‘iron-out’ manufacturing processes in readiness for 
deployment of a larger scale production capability.

All products are fully load tested to their rated load capacity prior to shipment and digital records are kept of all tests.

Packaging and shipping tests have also been undertaken to solve associated problems with logistics aspects prior to 
large scale production.

The facility has evolved and now has the capacity to manufacture custom stands for higher capacity applications.

‘400 units/month and is in SE QLD Australia’

The facility has evolved and now has the capacity to 
manufacture custom stands for higher capacity applications.
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7  |   ORGANISATIONS WHO ARE UTILISING  
OUR PATENTED COMPOSITE TECHNOLOGY
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Independently tested by University of Southern Queensland (USQ), compliant with Australian Standards: AS 2538:2016 | AS 2693:2007 and Patented.

‘Designed and Manufactured in Australia’

12.5 Tonne Bucket Stand

Caterpillar 980K F.E.L. 


